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Epson EB-W49

KEY FEATURES
EB-W49

* HD-ready sipkmne nso6paxeHus
UpeanbHo ans neperoBopHbIX U knaccoB. WXGA-NpoeKTop ¢ APKOCTbIO

Texnonorus 3LCD n ognHakoBo
3 800 M, kKoHTpacTHOCTLIO 16 000:1 M HU3KMMUK 3KCNNyaTaLUMOHHbLIMU

BbICOKaA APKOCTb Mo 6enomy n
pacxoaamu. LBEeTOBaA ApPKOCTb

* KoadhpuumeHT kOHTpacTHOCTK 16
Hacnaxpgantecb macwtabHbIMM Npe3eHTaumMsa MmN ¢ YETKMM TEKCTOM, 000:1
npuBnekaTensHOM rpaukon n BUOEOKOHTEHTOM Ha 3KpaHax pasmMepom A0
320 gronmoB. ApkocTb 3 800 v B COYETAHMM C BbICOKMM KO3hPULIMEHTOM
KoHTpacTHocTh 16 000:1 obecneunBaeT BbigaloLLLEECa KaueCTBO
n306paXkeHnst 4axe B XOPOLLO OCBELLEHHBLIX MOMELLEHUSIX.

[mybokne, HacbIWEeHHbIE YEPHbIE
TOHa U NNOTHbIE TEHEBbLIE 0ONacTu

° UJVIpOKMe BapuaHTbl NOAKIMKYeHUA
CeTeBble BO3MOXHOCTU U nogaepixKka

C pecypcom namnbl go 17 000 4acos B pexume Eco. GecnposoaHoi CBA3N
* Hnskas obwasa ctrommMocTb
CerteBble BO3MOXHOCTM (Yepe3 RJ45) n onumoHansHoe 6ecnposogHoe BnageHus

noakntoyeHne no3eonstoT obasnts EB-W49 B koprnopaTuBHyto ceTb nnm
MoZepHu3npoBaThk ero Ans 6ecnpoBogHOro AoCTyna K yCTpOMCTBaM Ha
bonee no3gHeM atane (TpebyeTcst OnuMoHanbHLIN akceccyap).

Pecypc namnbl oo 17 000 yacos B
pexume Eco

* Versatile and flexible control

ABTOMaTM4yeckasa BepTuKanbHas U pyvyHasi ropM3oHTarnbHas Koppekuus Project from different sources with
TpaneuenganbHOro nckaxxeHns obecnevmBaroT O0MbLUY TMOKOCTL B HDMI input and mobile connectivity
pasMeLleHMn NpoeKTopa B MOMELLEHMN AN NonyvYeHus nsobpaxeHns 6e3

VNCKaXXEHUN, a LUMPOKUIA ONTUYECKMIA 3yM 06aBnsieT rmbkocTu.

OTOT NPOEKTOP MMEET BCTPOEHHbIM ANHAaMUK 5 BT ansa 4éTtkoro

BOCMpPOU3BeAeHNs ayanoKoHTeHTa 6e3 HeoBXoaAMMOCTY NOAKIIOYEHNS
BHELLUHMX KOMOHOK.

EPSON



PRODUCT SPECIFICATIONS

TECHNOLOGY

Projection System

3LCD Technology
RGB liquid crystal shutter

Epson EB-W49

LCD Panel 0.59 inches with C2 Fine

IMAGE

Color Light Output 3800 Lumens - 2600 Lumens (economy)
Resolution WXGA

Contrast Ratio 16,000

Light Source Namna

Keystone Correction
Colour Video Processing

Colour Reproduction

Manual vertical: 30, Manual horizontal: 30
10 Bits Color

Upto 1.07 billion colours

OPTICAL

Throw Ratio 1.3-1.56:1

Zoom Digital, Factor: 1-1.2

Lens OnTuka

Screen Size 33in-320in

Projection Lens F Number 1.72

Projection Lens Focal Length 20.28 mm

Offset 10:1

CONNECTIVITY

Interfaces Ayauosbixop (cTepeothoHndeckunin MuHu-pasbem) (1 x), USB 2. Tuna B (1 x), Ayavosxoz

Epson iProjection App

Network Protocol

(cTepeodoHuyeckunii MHU-pasbem) (2 x), Cetesol uHTepdeiic Ethernet (1 Base-
TX /1 Base-T) (1 x), Wireless LAN IEEE 802.11a/b/g/n/ac (Optional), RS-232C (1 x),
KomnoHeHTHbIN Bxog, (1 X), VGA (Bxoa) (2 x), HDMI-Bxog, (2 x), USB 2. Tuna A (1 x),
Ayauosbixon RCA (1 x), VGA (Bbixoa) (1 x)

Ad-Hoc / Infrastructure

PJLink

ADVANCED FEATURES
Security

Other Features

Video Colour Modes

Projector Control

KeHcuHrToHckuin 3amok, Security cable hole, Wireless LAN unit lock

AV Mute Slide, ABTomaTnyeckas koppekuus Tpaneuuu, Built-in speaker, Digital zoom, Direct
Power on/off, CoBMecTuMbIii ¢ AokyMeHT-kamepoin, Easy OSD pre-setting, Horizontal and
vertical keystone correction, Network projection, OSD copy function, bea komnbtotepa,
DyHkuma Quick Corner — koppekLusi TpaneLenaanbHbIX UCKaXeHWU No BepTUKani 1
ropusoHTanu, ®yHkUMs pasaeneHns akpaHa, iProjecton set-up by QR code, CEC compatible

Blackboard, AuHamuueckuii, Presentation, sSRGB, Teatp

Crestron, Extron, Control4, AMX

EPSON



PRODUCT SPECIFICATIONS

GENERAL

Power consumption

Product dimensions
Supply Voltage
Included Software
Noise Level

Supported Temperature

Supported Humidity

286 W, 180 W (economy), 0.3 W (standby)

302 mm x 249 mm x 87 mm (Width x Depth x Height)

AC 100 V - 240 V, 50 Hz - 60 Hz

EasyMP Network Projection , Epson Projector Management
Normal: 37 dB (A) - Economy: 28 dB (A)

Storage -10 °C - 60 °C

Operation 20 % - 80 %, Storage 10 % - 90 %

Epson EB-W49

WHAT’S IN THE BOX

* [TynbT AUCTaHLMOHHOTO yrpaBreHus
¢ baTtaperikamu

» TokonogsoaaLLMn kabenb

* HDMI Cable

* Main unit

* Quick Start Guide

* [apaHTUHbIE JOKYMEHThI

 User Guide Kit (CD)

OPTIONAL ACCESSORIES

Options Wireless transmitter - ELPWTO1

Loudspeaker 5W

Positioning MoTtonoyHas yctaHoBka, HactonbHas yctaHoBka
Colour White

OTHER

* Air Filter - ELPAF32 - EB-SXW11/12/14
* Ceiling Mount - ELPMB23 - White

* Ceiling pipe - ELPFP13 - 668-918mm

* Ceiling pipe - ELPFP14 - 918-1168mm
» External Speaker - ELPSP02
 External Speaker - ELPSPO02 - [240v]

» Lamp — ELPLP97 — EBOXX/W49/X/E20/U50/
EB-x05/x41/x42/EH-TW6

« Safety Wire - ELPWRO01
 Soft Carry Case - ELPKS70

» Wireless LAN Adapter - ELPAP11 (2.4GHz &
5GHz)
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