
 DATASHEET / BROCHURE
  Epson L6550 CIS

 
EcoTank Business+ L6550
 

Идеально для требовательного бизнеса: высокоскоростная 
цветная печать с большим запасом чернил.
 

KEY FEATURES

•	Сверхбыстрая печать и 
сканирование
   До 25 стр/мин²
•	Сверхнизкая стоимость 
страницы
   Экономичная система с СНПЧ
•	Удобный фронтальный 
контейнер
   Беспроблемная и чистая заправка 

с улучшенными контейнерами с 
чернилами

•	Мобильная печать и 
подключение
   Wi-Fi, Wi-Fi Direct, Ethernet 

и бесплатные приложения 
мобильной печати³

•	Создан для бизнеса
   2× передних лотка A4 на 250 

листов, задняя подача 50 листов, 
ADF A4 на 50 листов



TECHNOLOGY

Printing Method PrecisionCore™ Print Head

Ink Technology Pigment ink

Printing Resolution 4800 x 2400 DPI 

PRINT

Printing Speed ISO/IEC 24734 25 Pages/min Monochrome, 12 Pages/min Colour

For detailed information on print-
ing speeds please visit http://
www.epson.eu/testing.

SCAN

Scanner Type Контактный датчик изображения (CIS)

PAPER / MEDIA HANDLING

Paper Formats A4 (21,x29,7 см) , A5 (14,8x21, см)  , A6 (1,5x14,8 см)  , B6, B5, No. 1 (Envelope), DL 
(Envelope), C6 (Envelope), C4 (Envelope), Letter, Legal

Duplex Yes (A4, plain paper)

Print Margin 0 mm top, 0 mm right, 0 mm bottom, 0 mm left (Wherever margin is defined. Otherwise 3mm 
Top, Right, Bottom, Left.)

Media Handling Автоматическое двустороннее сканирование, Automatic duplex (A4, plain paper), 
Автоматический двусторонний факс, Автоматическое двустороннее копирование, 
Печать без полей

GENERAL

Product dimensions 425 mm x 500 mm x 350 mm (Width x Depth x Height)

Compatible Operating Systems Windows 10 (32/64 bit), Windows 8.1 (32/64 bit), Windows 8 (32/64 bit), Windows 7 (32/64 
bit), Windows Vista (32/64 bit), Windows XP SP3 or later (32-bit), Windows XP Professional 
x64 Edition SP2 or later, XP Professional x64 Edition, Windows Server 2003 R2, Windows 
Server 2003 SP2 or later, Windows Server 2008 R2, Windows Server 2012 R2, Windows 
Server 2016, Mac OS X 10.6.8 or later

WLAN Security WEP 64 Bit, WEP 128 Bit, WPA PSK (TKIP)

Mobile and Cloud Printing 
Services

Epson Connect (iPrint, Email Print, Remote Print Driver, Scan-to-Cloud), Apple AirPrint

OTHER FEATURES

Panel Type: Colour, Diagonal: 10.9

Features Сенсорный экран

OTHER

<STEPTABLE O=”Product172243” OT=”Product” TT=”123309” VC=”-
ru_All_context” VO=”197382” W=”Main” />

<STEPREF A=”ContactInformation” O=”Product172243” 
OT=”Product” VC=”ru_All_context” VO=”197382” W=”Main” />

<STEPREF A=”WebsiteIn-
formation” O=”Prod-
uct172243” OT=”Product” 
VC=”ru_All_context” 
VO=”197382” W=”Main” 
/>

WHAT’S IN THE BOX

•	Токоподводящий кабель
•	Main unit
•	Quick Start Guide
•	User guide
•	1 set of ink (1x 127ml BK, 3x 7ml 
CMY)

INK COMPATIBILITY

•	112 EcoTank Pigment Black ink bottle

•	112 EcoTank Pigment Cyan ink bottle
•	112 EcoTank Pigment Magenta ink 
bottle
•	112 EcoTank Pigment Yellow ink 
bottle

INK YIELD DATA

Included *	4,500 
Pages

*	2,800 Pages

Replacement

*	 Quoted yields are extrapolated based on Epson original meth-
odology from the print simulation of Test Patterns provided in 
ISO/IEC 24712 or 29103. Quoted yields are NOT based on ISO/
IEC 24711 or 29102. Quoted yields may vary depending on the 
images that you are printing, the paper type that you are using, 
the frequency of your prints and environmental conditions such 
as temperature. During the initial printer setup, a certain amount 
of ink is used to fill the print head’s nozzles, therefore the yield of 
the initial bundled set will be lower.

  PRODUCT SPECIFICATIONS   Epson L6550 CIS

  LOGISTICS INFORMATION

  Epson L6550 CIS

1. Определено в соответствии с ISO/IEC 17629, среднее 
значение FPOT(сек) из теста офисной категории при 
односторонней печати A4 по умолчанию. Подробнее: www.
epson.eu/testing. 2. Определено в соответствии с ISO/IEC 
24734, среднее значение ESAT из теста офисной категории при 
односторонней печати по умолчанию. Подробнее: www.epson.
eu/testing. 3. Требуется беспроводное подключение к интернету. 
Подробнее о поддерживаемых языках и устройствах: www.
epsonconnect.eu.

  

  


