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. KEY FEATURES
LabelWorks LW-K400VP (Qwerty Continental & UK Type AC
Adapter) * Cut & Print
Auto-print the next label in a pre-set
Best for offices and field teams that need a portable, easy-to-use hand- series

held label maker on the go. * Narrow margins, less waste

Margins can now be cut to one milli-
Easy text-entry. metre, reducing wastage

L
A bright LCD screen and built-in keyboard makes text entry easy in any onger tapes

lighting conditions. Extra large fonts are available, though text can also be Tapes are available in nine metre
automatically tailored to fit the desired size of label. sizes, saving money
* Auto-fit text

Less wastage. Intelligently fits text to the desired

) ) . size of label
Longer tapes of up to nine metres mean a low total cost of ownership, while

) - - : 780 different symbols
margins can now be cut to one millimetre, significantly reducing tape wast-
age. More choice than on competitor

products
Faster label-making.

Using the built-in manual cutter, the Cut & Print feature prints the next label
in a pre-set series when it detects that the user has cut the previous label,
saving time. The LW-K400VP also has a built-in internal memory, so previous
projects can be quickly recalled.

More choice.

The LW-K400VP now offers a stunning 780 different symbols to suit any
scenario, while there’s a wide range of LK tapes available, including mag-
netic, heat resistant, glow in the dark, reflective, iron-on, and heat-shrink
tube (HST). The LW-K400VP also includes new satin ribbon templates and
improved cable flag label designs.

The LW-K400VP as part of a package that includes an AC adapter, hard carry
case and a soft protective sleeve. It is also available as our standard LW-

K400 with an AC adapter, and the LW-K400L, without AC adapter. Batteries @
not included. EPSON



PRODUCT SPECIFICATIONS LabelWorks LW-K400VP (Qwerty

Continental & UK Type AC Adapter)

TECHNOLOGY

WHAT’S IN THE BOX

PRINT

For detailed information on print- .
ing speeds please visit http:// 1 X 4m Tape
www.epson.eu/testing. « AC adapter
SCAN * Main un|t.
* Setup guide
PAPER / MEDIA HANDLING . Warranty Documents
Print Margin 0 mm top, 0 mm right, 0 mm bottom, 0 mm left (Wherever margin is defined. Otherwise 3mm * Rubber Shell
Top, Right, Bottom, Left.) . Hard carry case
GENERAL
Product dimensions 110 mm x 170 mm x 56 mm (Width x Depth x Height)
OTHER FEATURES
OTHER INK COMPATIBILITY

LOGISTICS INFORMATION

INK YIELD DATA

Included

EPSON



