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MUpeanbHO AnA KpynHoMacwTabHbIX AOMalWHUX pa3BneyvyeHui. 4K
3LCD-nasepHbIn npoeKkTop ¢ ApkocTbio 6 000 nm, HDR10 1 nognepxkon
CMEHHbIX 00 BLEKTMBOB.

DATASHEET / BROCHURE

KEY FEATURES

CBepxbonbLuasa TeEXHONnorus
n3obpaxeHus, naeanbHas ans
PUNLMOB, CTPUMUHTA, U,
npocMoTpa cropTa, AoMaLUHUX
CYMYNSITOPOB Y MHOTOro ApYroro

3LCD nasepHbIin nctovHuk; 6 000
nw; 4K (8,3 MmrnH nukcenewn) cynep-
paspeLleHne; BbICOKOKA4YECTBEHHbIE,
HacbILLEHHbIE N OBLLNPHbIE
n3obpaxkeHusi

Bknitovaet 4K Frame Interpola-

tion, HDR10, aganTuBHyt K cueHe
ramma-koppekuunto n Dynamic Tone
Mapping, a Takke 4K/120 'y n Auto
Low Latency Mode

COBMECTUM C LLUIMPOKMUM CMEKTPOM
[AMUHHO- Y KOPOTKO(POKYCHbIX
06BbEKTUBOB A9 ONTUMAbHOIo
pasmMepa 1 ka4yecTBa M3obpaKeHust
npakTuyeckn B Nobom meguna-
npocTpaHcTBe

Light, compact and flexible, seam-
less integration with leading AV
control systems means easy mainte-
nance, customisation and scalability
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PRODUCT SPECIFICATIONS

TECHNOLOGY

Projection System

3LCD Technology
RGB liquid crystal shutter

EH-QL3000W

LCD Panel 1.04 inches with C2 Fine
IMAGE
Resolution 4K 384 x 216, 8,3m nukceneit, 16:9

High Definition

Contrast Ratio

Light Source

Laser Light source
Keystone Correction
Colour Video Processing

Colour Reproduction

Full HD

5,000,000

Laser

20000 hr Durability High, 20000 hr Durability Eco
Manual vertical: 30, Manual horizontal: 45

10 Bits Color

Upto 1.07 billion colours

OPTICAL

Throw Ratio 1.52-2.47:1

Zoom Digital, Factor: 1 - 1.61

CONNECTIVITY

Interfaces HDMI (HDCP 2.3) (2 x), USB 2. Type B (Service Only) (1 x), RS-232C (1 x), AyavoBbixog,

Network Protocol

(cTepeodoHnyeckmnii MuHK-pasbem) (1 x), USB 2. Tuna A (2 x)

PJLink, IPv6

ADVANCED FEATURES
Security

Other Features

Video Colour Modes

Projector Control

KeHCUHITOHCKUI 3aMOK

AV mute, Direct Power on/off, iiTepnonsuus cdpeiima, Horizontal and vertical keystone
correction, Lens position memory, OSD copy function, ®yHkuua Quick Corner — koppekuus
TpaneuenaanbHbIX UCKaXeHWii No BEPTUKany 1 ropusoHTanu, Super resolution

KuHo, EcTecTBeHHbI, Apkasi, AuHamuyeckuin

AMX Device Discovery, Crestron Integrated Partner, Crestron, Control4 Simple Device

Discovery Protocol
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PRODUCT SPECIFICATIONS

GENERAL

Power consumption

Product dimensions
Heat Dissipation
Supply Voltage
Supported Temperature
Options

Room Type / Application

437 W, 346 W (economy), 0.5 W (standby)

568 mm x 568 mm x 192 mm (Width x Depth x Height)

1,486 BTUperhour

AC 100 V - 240 V, 50 Hz - 60 Hz

Storage -10 °C - 60 °C

BoaayLHbIn hunbtp, MoTonouHbI KpoHLWTENH, Suspension adapter, Safety wire set

Wrpbl B paspeluenun 4K, CTpumuHr B paspelueHuy 4K, [lomaluHuii kuHoteatp, Sports, TV

EH-QL3000W

WHAT’S IN THE BOX

» TokonoasoaaLLMn kabenb

* [MynbT AUCTaHLMOHHOrO YrpaBneHus
¢ baTtaperikamu

 Cable cover

» User guide

* Warranty card

OPTIONAL ACCESSORIES

Positioning MoTtonoyHas yctaHoBka, HactonbHas ycrtaHoBka
Colour White
OTHER

* Air Filter - ELPAF46 - EB-L107x/-Z9xxx/
Z1000xU/Z11xxx

* Ceiling Mount - ELPMB67 - EB-L1000/PU1000
* Ceiling Mount - ELPMB68

» Extension Pole - ELPMB70 - For ELPMB68

* Lens - ELPLLOS - Long throw - EB-PU Series

* Lens - ELPLMO08 - Mid throw 1 - EB-PU1000
Series

* Lens - ELPLM10 - Mid throw 3 - EB-PU Series
* Lens - ELPLM11 - Mid throw 4 - EB-PU Series
* Lens - ELPLM15 - Mid throw - EB-PU Series

* Lens - ELPLUO3S - Short throw off axis 1 - EB-
PU Series
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