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EB-750 Series

Model shown is the EB-750F
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EB-PU1000 Series

Model shown is the EB-PU1008W
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Make bigger impressions 
in smaller spaces
When space is limited, you can project supersized images 
using the ELPLX02S ultra-short-throw lens, available in 
black or white.

The ELPLX02S is ideal for narrow spaces and rear-projection applications. Its 
wide lens shift range provides outstanding flexibility to transform even the most 
compact spaces. 

Large-size images

Use the ultra-short-throw lens to deliver stunning images from very short 
distances. The ELPLX02S supports screen sizes from 100 inches to 1,000 inches.

Flexible positioning

Install the ELPLX02S where ceilings are low, and spaces are small with the wide 
lens shift range and zero vertical offset.

Compatibility

Choose from a range of Epson interchangeable lens projectors, from 6,000 up to 
30,000 lumens.

Dynamic displays

Use either front or rear projection, including mounting from floor surfaces, to 
transform window displays and create memorable immersive experiences.

ELPLX02S
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Bring large venues to life 
with stunning visuals
Dazzling visuals that transform larger venues

Our latest range of 4K enhancement, 3LCD laser installation projectors bring large 
venues to life with vivid, colourful and bright visuals, with brightnesses ranging 
from 13,000 to 20,000 lumens. The EB-PU2200 Series projectors are ideal when 
you need large format, detailed and powerful images. 

Memorable presentations

With high-quality laser projection, 360 degree installation and advanced geometry 
correction, the latest additions to our projector range open up new opportunities to 
bring memorable visual experiences to a wide range of environments, suitable for 
meeting and lecture rooms, visitor attractions, museums, galleries and digital signage. 

Simple projector set-up and management

Reduce multi-projector set-up time with Near Field Communication (NFC), which 
also enables easier maintenance and error inspection using the free Epson Projector 
Config Tool app. Minimise the cost and complexity of more advanced installations 
using features such as SDI input and output to ‘daisy chain’ multiple projectors,  
PC-free geometry correction for simple stacking, and free Epson Projector 
Professional Tool (EPPT) software for tiling and advanced projector control.

Flexible installation

Our modular projector design allows you to tailor the projection solution to the 
installation environment by choosing from a wide range of brightnesses, lens 
options and even the optional ELPEC01 camera unit. The EB-PU2200 Series  
is ultra-compact and lightweight for easy installation and transportation.
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Model EB-L530U EB-L630U EB-L630SU /  
EB-L635SU

EB-L730U /  
EB-L735U

Resolution WUXGA (1920 x 1200) WUXGA (1920 x 1200) WUXGA (1920 x 1200) WUXGA (1920 x 1200)

Native aspect 16:10 16:10 16:10 16:10

Colour Light Output (lumens) 
normal / eco 5,200 / 3,640 6,200 / 4,340 6,000 / 4,200 7,000 / 4,900

Contrast ratio 2,500,000:1 2,500,000:1 2,500,000:1 2,500,000:1

Light source Laser Laser Laser Laser

Light source life (hours) 
normal / eco 20,000 / 30,000 20,000 / 30,000 20,000 / 30,000 20,000 / 30,000

Throw ratio in native aspect 1.35 - 2.20:1 1.35 - 2.20:1 0.8:1 1.35 - 2.20:1

Scalable image size 
(diagonal) 50 - 500" 50 - 500" 50 - 200" 50 - 500"

Zoom Optical x1.6 Optical x1.6 Digital x1.35 Optical x1.6

Vertical keystone
Horizontal keystone

Manual ±30° 
Manual ±30°

Manual ±30° 
Manual ±30°

Manual ±30° 
Manual ±30°

Manual ±30° 
Manual ±30°

Lens shift ± 50% Vertical 
± 20% Horizontal

± 50% Vertical 
± 20% Horizontal

± 50% Vertical 
± 20% Horizontal

± 50% Vertical 
± 20% Horizontal

Speaker output 10W 10W 10W 10W

Connectivity

HDMI in x2, HDMI out, HDBaseT, 
VGA in x2, VGA out, RS-232C, 
USB Type A x2, USB Type B, 
Screen Mirroring (Miracast)

HDMI in x2, HDMI out, HDBaseT, 
VGA in x2, VGA out, RS-232C, 
USB Type A x2, USB Type B, 
Screen Mirroring (Miracast)

HDMI in x2, HDMI out, HDBaseT, 
VGA in x2, VGA out, RS-232C, 
USB Type A x2, USB Type B, 
Screen Mirroring (Miracast)

HDMI in x2, HDMI out, HDBaseT, 
VGA in x2, VGA out, RS-232C, 
USB Type A x2, USB Type B, 
Screen Mirroring (Miracast)

Audio connectivity Stereo mini in x2, Stereo mini out Stereo mini in x2, Stereo mini out Stereo mini in x2, Stereo mini out Stereo mini in x2, Stereo mini out

Networking LAN (RJ45), built-in wireless and 
optional wireless LAN unit

LAN (RJ45), built-in wireless and 
optional wireless LAN unit

LAN (RJ45), built-in wireless and 
optional wireless LAN unit

LAN (RJ45), built-in wireless and 
optional wireless LAN unit

Epson software solutions

Epson iProjection  
(Windows/Mac), Epson 
iProjection App for iOS, Android 
and Chromebook, Epson 
Projector Professional Tool, 
Epson Projector Management, 
Epson Projector Content 
Manager, Epson Creative 
Projection 

Epson iProjection  
(Windows/Mac), Epson 
iProjection App for iOS, Android 
and Chromebook, Epson 
Projector Professional Tool, 
Epson Projector Management, 
Epson Projector Content 
Manager, Epson Creative 
Projection

Epson iProjection  
(Windows/Mac), Epson 
iProjection App for iOS, Android 
and Chromebook, Epson 
Projector Professional Tool, 
Epson Projector Management, 
Epson Projector Content 
Manager, Epson Creative 
Projection

Epson iProjection  
(Windows/Mac), Epson 
iProjection App for iOS, Android 
and Chromebook, Epson 
Projector Professional Tool, 
Epson Projector Management, 
Epson Projector Content 
Manager, Epson Creative 
Projection

Other features

A/V mute, USB content playback 
for source-free signage, Edge 
blending, Daisy chain multi-
projection, Point and Arc 
correction, Schedule function, 
Split screen, Auto source search, 
Copy OSD settings, Padlock, 
Security cable hole, Kensington 
lock, 360° installation, Cable 
cover included

A/V mute, USB content playback 
for source-free signage, Edge 
blending, Daisy chain multi-
projection, Point and Arc 
correction, Schedule function, 
Split screen, Auto source search, 
Copy OSD settings, Padlock, 
Security cable hole, Kensington 
lock, 360° installation, Cable 
cover included

A/V mute, USB content playback 
for source-free signage, Edge 
blending, Daisy chain multi-
projection, Point and Arc 
correction, Schedule function, 
Split screen, Auto source search, 
Copy OSD settings, Padlock, 
Security cable hole, Kensington 
lock, 360° installation, Cable 
cover included

A/V mute, USB content playback 
for source-free signage, Edge 
blending, Daisy chain multi-
projection, Point and Arc 
correction, Schedule function, 
Split screen, Auto source search, 
Copy OSD settings, Padlock, 
Security cable hole, Kensington 
lock, 360° installation, Cable 
cover included

Noise (dB) normal / eco 31 / 23 38 / 27 38 / 27 38 / 27

Weight (kg) 8.2 8.4 8.4 8.4

Dimensions exc. feet  
(W × D × H mm) 440 x 339 x 136 440 x 339 x 136 440 x 334 x 136 440 x 339 x 136

Power consumption
normal / eco 293W / 223W 345W / 258W 345W / 258W 345W / 258W

Power consumption standby, 
comm. off 0.3W 0.3W 0.3W 0.3W

TCO Certified for 
Sustainability Yes Yes No Yes
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Model EB-PU1006W EB-PU1007W/B EB-PU1008W/B EB-PU2010W/B

Resolution WUXGA (1920 x 1200) WUXGA (1920 x 1200) WUXGA (1920 x 1200) WUXGA (1920 x 1200)

Native aspect 16:10 16:10 16:10 16:10

Colour Light Output (lumens) 
normal / eco 6,000 / 4,200 7,000 / 4,900 8,500 / 5,950 10,000 / 7,000

Contrast ratio 2,500,000:1 2,500,000:1 2,500,000:1 2,500,000:1

Light source Laser Laser Laser Laser

Light source life (hours) 
normal / eco 20,000 / 30,000 20,000 / 30,000 20,000 / 30,000 20,000 / 30,000

Throw ratio in native aspect 1.44 - 2.32:1 1.44 - 2.32:1 1.44 - 2.32:1 1.57 - 2.56:1

Scalable image size 
(diagonal) 50 - 1,000" 50 - 1,000" 50 - 1,000" 60 - 1,000"

Zoom Optical x1.6 Optical x1.6 Optical x1.6 Optical x1.6

Vertical keystone
Horizontal keystone

Manual ±45° 
Manual ±30°

Manual ±45° 
Manual ±30°

Manual ±45° 
Manual ±30°

Manual ±45° 
Manual ±30°

Lens shift ± 67% Vertical 
± 30% Horizontal

± 67% Vertical 
± 30% Horizontal

± 67% Vertical 
± 30% Horizontal

± 60% Vertical 
± 18% Horizontal

Speaker output N/A N/A N/A N/A

Connectivity

HDMI in (HDCP 2.3), DVI in, 
HDBaseT, VGA in, RS-232C, 
USB Type A, USB Type B 
(Service only), Remote, NFC

HDMI in (HDCP 2.3), DVI in, 
HDBaseT, VGA in, RS-232C, 
USB Type A, USB Type B 
(Service only), Remote, NFC

HDMI in (HDCP 2.3), DVI in, 
HDBaseT, VGA in, RS-232C, 
USB Type A, USB Type B 
(Service only), Remote, NFC

HDMI in (HDCP 2.3), DVI in, 
HDBaseT, SDI in, SDI out, VGA 
in, RS-232C, USB Type A, USB 
Type B (Service only), Remote, 
NFC

Audio connectivity Stereo mini out Stereo mini out Stereo mini out Stereo mini out

Networking LAN (RJ45) and optional wireless 
LAN unit

LAN (RJ45) and optional wireless 
LAN unit

LAN (RJ45) and optional wireless 
LAN unit

LAN (RJ45) and optional wireless 
LAN unit

Epson software solutions

Epson iProjection  
(Windows/Mac), Epson 
iProjection App for iOS, Android 
and Chromebook, Epson 
Projector Professional Tool, 
Epson Projector Management, 
Epson Projector Content 
Manager, Epson Creative 
Projection, Epson Projector 
Config Tool

Epson iProjection  
(Windows/Mac), Epson 
iProjection App for iOS, Android 
and Chromebook, Epson 
Projector Professional Tool, 
Epson Projector Management, 
Epson Projector Content 
Manager, Epson Creative 
Projection, Epson Projector 
Config Tool

Epson iProjection  
(Windows/Mac), Epson 
iProjection App for iOS, Android 
and Chromebook, Epson 
Projector Professional Tool, 
Epson Projector Management, 
Epson Projector Content 
Manager, Epson Creative 
Projection, Epson Projector 
Config Tool

Epson iProjection  
(Windows/Mac), Epson 
iProjection App for iOS, Android 
and Chromebook, Epson 
Projector Professional Tool, 
Epson Projector Management, 
Epson Projector Content 
Manager, Epson Creative 
Projection, Epson Projector 
Config Tool

Other features

4K enhancement, HDR support, 
Powered zoom, Focus and 
lens shift, Lens memory, 
Interchangeable lens options 
including zero offset UST lens, 
Optional camera, Portrait 
projection, A/V mute, USB 
content playback for source-free 
signage, Edge blending, Point 
correction, Curved surface and 
corner wall correction, 360° 
installation, Cable cover included

4K enhancement, HDR support, 
Powered zoom, Focus and 
lens shift, Lens memory, 
Interchangeable lens options 
including zero offset UST lens, 
Optional camera, Portrait 
projection, A/V mute, USB 
content playback for source-free 
signage, Edge blending, Point 
correction, Curved surface and 
corner wall correction, 360° 
installation, Cable cover included

4K enhancement, HDR support, 
Powered zoom, Focus and 
lens shift, Lens memory, 
Interchangeable lens options 
including zero offset UST lens, 
Optional camera, Portrait 
projection, A/V mute, USB 
content playback for source-free 
signage, Edge blending, Point 
correction, Curved surface and 
corner wall correction, 360° 
installation, Cable cover included

4K enhancement, HDR support, 
Powered zoom, Focus and 
lens shift, Lens memory, 
Interchangeable lens options 
including zero offset UST 
lens, Optional camera, Daisy 
chain multi-projection, Portrait 
projection, A/V mute, USB 
content playback for source-free 
signage, Edge blending, Point 
correction, Curved surface and 
corner wall correction, 360° 
installation, Cable cover included

Noise (dB) normal / eco 30 / 28 33 / 29 35 / 30 37 / 30

Weight (kg) 15.4 16.3 16.3 16.8

Dimensions exc. feet  
(W × D × H mm) 545 x 436 x 164 545 x 436 x 164 545 x 436 x 164 545 x 436 x 164

Power consumption
normal / eco 367W / 310W 431W / 366W 535W / 452W 535W / 452W

Power consumption standby, 
comm. off 0.5W 0.5W 0.5W 0.5W

TCO Certified for 
Sustainability No No No No
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Model EB-PU2113W EB-PU2213B EB-PU2116W EB-PU2216B

Resolution WUXGA  
(1920 x 1200)

WUXGA  
(1920 x 1200)

WUXGA  
(1920 x 1200)

WUXGA  
(1920 x 1200)

Native aspect 16:10 16:10 16:10 16:10

Colour Light Output (lumens) 
normal /eco 13,000 / 9,100 13,000 / 9,100 16,000 / 11,200 16,000 / 11,200

Contrast ratio 2,500,000:1 2,500,000:1 2,500,000:1 2,500,000:1

Light source Laser Laser Laser Laser

Light source life (hours) 
normal / eco 20,000 / 30,000 20,000 / 30,000 20,000 / 30,000 20,000 / 30,000

Throw ratio in native aspect 1.57 - 2.56:1 1.57 - 2.56:1 1.57 - 2.56:1 1.57 - 2.56:1

Scalable image size 
(diagonal) 60" - 1,000" 60" - 1,000" 60" - 1,000" 60" - 1,000"

Zoom Optical 1.6x Optical 1.6x Optical 1.6x Optical 1.6x

Vertical keystone
Horizontal keystone

Manual ±45° 
Manual ±30°

Manual ±45° 
Manual ±30°

Manual ±45° 
Manual ±30°

Manual ±45° 
Manual ±30°

Lens shift ± 60% Vertical 
± 18% Horizontal

± 60% Vertical 
± 18% Horizontal

± 60% Vertical 
± 18% Horizontal

± 60% Vertical 
± 18% Horizontal

Speaker output N/A N/A N/A N/A

Connectivity

HDMI in (HDCP 2.3), DVI in, 
HDBaseT, VGA in, RS-232C, 
USB Type A x2,  
USB Type B (Service only), 
Remote, NFC

HDMI in (HDCP 2.3), DVI in, 
HDBaseT, SDI in, SDI out, 
VGA in, RS-232C, USB Type A 
x2, USB Type B (Service only), 
Remote, NFC

HDMI in (HDCP 2.3), DVI in, 
HDBaseT, VGA in, RS-232C, 
USB Type A x2, USB Type B 
(Service only), Remote, NFC

HDMI in (HDCP 2.3), DVI in, 
HDBaseT, SDI in, SDI out, 
VGA in, RS-232C, USB Type A 
x2, USB Type B (Service only), 
Remote, NFC

Audio connectivity Stereo mini out Stereo mini out Stereo mini out Stereo mini out

Networking LAN (RJ45) and optional 
wireless LAN unit

LAN (RJ45) and optional 
wireless LAN unit

LAN (RJ45) and optional 
wireless LAN unit

LAN (RJ45) and optional 
wireless LAN unit

Epson software solutions

Epson iProjection (Windows/
Mac), Epson iProjection 
App for iOS, Android and 
Chromebook, Epson Projector 
Professional Tool, Epson 
Projector Management, Epson 
Projector Content Manager, 
Epson Creative Projection, 
Epson Projector Config Tool

Epson iProjection (Windows/
Mac), Epson iProjection 
App for iOS, Android and 
Chromebook, Epson Projector 
Professional Tool, Epson 
Projector Management, Epson 
Projector Content Manager, 
Epson Creative Projection, 
Epson Projector Config Tool

Epson iProjection (Windows/
Mac),  Epson iProjection 
App for iOS, Android and 
Chromebook, Epson Projector 
Professional Tool, Epson 
Projector Management, Epson 
Projector Content Manager, 
Epson Creative Projection, 
Epson Projector Config Tool

Epson iProjection (Windows/
Mac), Epson iProjection 
App for iOS, Android and 
Chromebook, Epson Projector 
Professional Tool,Epson 
Projector Management, Epson 
Projector Content Manager, 
Epson Creative Projection, 
Epson Projector Config Tool

Other features

4K enhancement, HDR support, 
Powered zoom, Focus and 
lens shift, Lens memory, 
Interchangeable lens options 
including zero offset UST lens, 
Optional camera, Portrait 
projection, A/V mute, USB 
content playback for source-free 
signage, Edge blending, Point 
correction, Curved surface and 
corner wall correction, 360° 
installation, IP5X certified5

4K enhancement, HDR support, 
Powered zoom, Focus and 
lens shift, Lens memory, 
Interchangeable lens options 
including zero offset UST 
lens, Optional camera, Daisy 
chain multi-projection, Portrait 
projection, A/V mute, USB 
content playback for source-free 
signage, Mechanical shutter, 
Edge blending, Point correction, 
Curved surface and corner wall 
correction, 360° installation, 
IP5X certified5

4K enhancement, HDR support, 
Powered zoom, Focus and 
lens shift, Lens memory, 
Interchangeable lens options 
including zero offset UST lens, 
Optional camera, Portrait 
projection, A/V mute, USB 
content playback for source-free 
signage, Edge blending, Point 
correction, Curved surface and 
corner wall correction, 360° 
installation, IP5X certified5

4K enhancement, HDR support, 
Powered zoom, Focus and lens 
shift, Lens memory,
Interchangeable lens options 
including zero offset UST 
lens, Optional camera, Daisy 
chain multi-projection, Portrait 
projection, A/V mute, USB 
content playback for source-free 
signage, Mechanical shutter, 
Edge blending, Point correction, 
Curved surface and  corner wall 
correction, 360° installation, 
IP5X certified5 

Noise (dB) normal / eco 35 / 30 35 / 30 38 / 35 38 / 35

Weight (kg) 24.1 24.2 24.5 24.6

Dimensions exc. feet  
(W × D × H mm) 586 x 492 x 185   586 x 492 x 185   586 x 492 x 185   586 x 492 x 185   

Power consumption
normal / eco 864 / 633 864 / 633 1083 / 773 1083 / 773

Power consumption standby, 
comm. off 0.5W 0.5W 0.5W 0.5W

TCO Certified for 
Sustainability No No No No
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Model EB-PU2120W EB-PU2220B EB-L30000U EB-U50

Resolution WUXGA  
(1920 x 1200)

WUXGA  
(1920 x 1200) WUXGA (1920 x 1200) WUXGA (1920 x 1200)

Native aspect 16:10 16:10 16:10 16:10

Colour Light Output (lumens) 
normal /eco 20,000 / 14,000 20,000 / 14,000 30,000 / 21,000 3,700 / 2,400

Contrast ratio 2,500,000:1 2,500,000:1 2,500,000:1 16,000:1

Light source Laser Laser Laser Lamp

Light source life (hours) 
normal / eco 20,000 / 30,000 20,000 / 30,000 20,000 / 30,000 10,000 / 17,000

Throw ratio in native aspect 1.57 - 2.56:1 1.57 - 2.56:1 1.74 - 2.35:1 1.38 - 1.68:1

Scalable image size 
(diagonal) 60" - 1,000" 60" - 1,000" 100 - 1,000" 30 / 300"

Zoom Optical 1.6x Optical 1.6x Optical x1.4 Optical x1.2

Vertical keystone
Horizontal keystone

"Manual ±45° 
Manual ±30°"

"Manual ±45° 
Manual ±30°"

Manual ±45° 
Manual ±30°

Automatic ±30°
Manual ±30°

Lens shift ± 60% Vertical 
± 18% Horizontal

± 60% Vertical 
± 18% Horizontal

± 65% Vertical 
± 30% Horizontal N/A

Speaker output N/A N/A N/A 5W

Connectivity

HDMI in (HDCP 2.3), DVI in, 
HDBaseT, VGA in, RS-232C, 
USB Type A x2, USB Type B 
(Service only), Remote, NFC

HDMI in (HDCP 2.3), DVI in, 
HDBaseT, SDI in, SDI out, 
VGA in, RS-232C, USB Type A 
x2, USB Type B (Service only), 
Remote, NFC

VGA in, VGA out, DVI in, BNC 
in, HDBaseT, HD-SDI, HDMI 
(HDCP 2.2)

VGA in, VGA out, HDMI x 2, 
USB Type A (for 1,200mA power 
supply), USB Type B (for firmware 
updates), RS-232C

Audio connectivity Stereo mini out Stereo mini out N/A Stereo mini in x2,  
Stereo mini out

Networking LAN (RJ45) and optional 
wireless LAN unit

LAN (RJ45) and optional 
wireless LAN unit

LAN (RJ45) and optional 
wireless LAN unit

LAN (RJ45) and  
wireless LAN

Epson software solutions

Epson iProjection (Windows/
Mac), Epson iProjection 
App for iOS, Android and 
Chromebook, Epson Projector 
Professional Tool, Epson 
Projector Management, Epson 
Projector Content Manager, 
Epson Creative Projection, 
Epson Projector Config Tool

Epson iProjection(Windows/
Mac), Epson iProjection 
App for iOS, Android and 
Chromebook, Epson Projector 
Professional Tool,Epson 
Projector Management,Epson 
Projector Content Manager, 
Epson CreativeProjection, 
Epson Projector Config Tool

Epson Projector Management, 
Epson iProjection (Windows/
Mac), Epson iProjection App 
for iOS and Android,  
Epson Projector Professional 
Tool

Epson iProjection
(Windows/Mac), Epson
iProjection App for iOS and 
Android, Epson Projector 
Management, Epson Projector 
Content Manager, Epson 
Creative Projection

Other features

4K enhancement, HDR 
support, Powered zoom, 
Focus and lens shift, Lens 
memory, Interchangeable lens 
options including zero offset 
UST lens, Optional camera, 
Portrait projection, A/V mute, 
USB content playback for 
source-free signage, Edge 
blending, Pointcorrection, 
Curved surface and corner wall 
correction, 360° installation, 
IP5X certified5

4K enhancement, HDR 
support, Powered zoom, 
Focus and lens shift, Lens 
memory, Interchangeable lens 
options including zero offset 
UST lens, Optional camera, 
Daisy chain multi-projection, 
Portrait projection, A/V 
mute, USB content playback 
for source-free signage, 
Mechanical shutter, Edge 
blending, Point correction, 
Curved surface and corner wall 
correction, 360° installation, 
IP5X certified5

Fully sealed optical system, 
Interchangeable lens options, 
Powered zoom, focus and lens 
shift, Lens Memory, Integrated 
camera for colour calibration, 4K 
enhancement, 360° installation, 
Edge blending, Portrait 
projection, Epson Projector 
Professional Tool

Home screen, schedule function, 
auto source search, A/V mute, 
USB content playback for source-
free signage, Optional lighting 
track mount and ceiling mount/
floor stand

Noise (dB) normal / eco 45 / 38 45 / 38 49 / 41 37 / 28

Weight (kg) 24.8 24.9 63.8 3.1 

Dimensions exc. feet  
(W × D × H mm) 586 x 492 x 185   586 x 492 x 185   790 x 710 x 299 364 x 248 x 95

Power consumption
normal / eco 1301 / 899 1301 / 899 2,325W / 1,511W 285W / 218W

Power consumption standby, 
comm. off 0.5W 0.5W 0.5W 0.3W

TCO Certified for 
Sustainability No No No No
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Model EV-110 / 
EV-115

EB-L250F /  
EB-L255F

EB-750F / 
EB-755F

EB-800F / 
EB-805F

Resolution WXGA (1280 x 800) Full HD (1920 x 1080) Full HD (1920 x 1080) Full HD (1366 x 768 x 2)

Native aspect 16:10 16:9 16:9 16:9

Colour Light Output (lumens) 
normal / eco 2,200 / 1,100 4,500 / 3,150 3,600 / 2,500 5,000 / 3,500

Contrast ratio 2,500,000:1 2,500,000:1 2,500,000:1 2,500,000:1

Light source Laser Laser Laser Laser

Light source life (hours) 
normal / eco 20,000 / 30,000 20,000 / 30,000 20,000 / 30,000 20,000 / 30,000

Throw ratio in native aspect 1.38 - 2.19:1 1.33 - 2.16:1 0.26 - 0.36:1 0.27 - 0.37:1

Scalable image size 
(diagonal) 30 - 150" 40 - 500" 65 - 120" in 16:9 aspect 

60 - 110" in 16:6 aspect
65 - 130" in 16:9 aspect  
61 - 120" in 16:6 aspect

Zoom Optical x1.6 Optical x1.62 Digital x1.35 Digital x1.35

Vertical keystone
Horizontal keystone

Manual ±45°
Manual ±40°

Manual ±30° 
Manual ±30°

Manual ±3° 
Manual ±3°

Manual ±3° 
Manual ±3°

Lens shift N/A N/A N/A N/A

Speaker output N/A 16W 16W 2x 8W

Connectivity

SD card, HDMI in,  
USB Type A (for GPI function or 
5V/2A power supply), USB Type 
B (for firmware updates)

VGA in x2, VGA out, HDMI in x2, 
Composite in,  RS-232C, USB 
Type A, USB Type B, Screen 
Mirroring (Miracast)

VGA in x2, VGA out, HDMI in x3, 
Composite in, RS-232C, USB 
Type A x2, USB Type B, Screen 
Mirroring (Miracast)

VGA in x2, VGA out, HDMI in 
x3, HDMI out, Composite in, 
HDBaseT, RS-232, USB Type A 
x2, USB Type B

Audio connectivity Stereo mini out, Bluetooth Stereo mini in x2, Stereo mini out Stereo mini in x3. Stereo mini out Stereo mini in x2, Stereo mini out

Networking LAN (RJ45) and wireless LAN LAN (RJ45), built-in wireless and 
optional wireless LAN unit LAN (RJ45) and wireless LAN LAN (RJ45) and optional wireless 

LAN unit

Epson software solutions

Epson iProjection
(Windows/Mac), Epson
iProjection App for iOS and 
Android, Epson Projector
Management, Epson
Projector Content Manager, 
Epson Creative Projection

Epson iProjection  
(Windows/Mac), Epson 
iProjection App for iOS, Android 
and Chromebook, Epson 
Projector Management, Epson 
Projector Content Manager, 
Epson Creative Projection

Epson iProjection (Windows/
Mac), Epson iProjection App for 
iOS, Android and Chromebook, 
Epson Projector Management, 
Epson Projector Content 
Manager, Epson Creative 
Projection

Epson iProjection (Windows/
Mac), Epson iProjection App for 
iOS, Android and Chromebook, 
Epson Projector Management, 
Epson Projector Content 
Manager, Epson Creative 
Projection

Other features

Constant brightness mode, 
Home screen, Schedule function, 
Auto source search, A/V mute, 
SD card playback for source free 
signage, Optional lighting track 
mount and floor stand, Edge 
blending, 360° installation, Built-
in media player, GPI function

A/V mute, USB content playback 
for source-free signage, 
Edge blending, Point and Arc 
correction, Schedule function, 
Auto source search, Copy OSD 
settings, Padlock, Security cable 
hole, Kensington lock, 360° 
installation, Optional lighting track 
mount and ceiling/floor stand

Constant brightness, 16:6 
display, A/V mute, USB content 
playback for source-free signage, 
Edge blending, Point and Arc 
correction, Schedule function, 
Auto source search, Copy OSD 
settings, DICOM colour mode, 
360° installation, Optional wall 
mount

Constant brightness, 16:6 
display, Multi-projection via daisy 
chain, A/V mute, USB content 
playback for source-free signage, 
Edge blending, Point and Arc 
correction, Schedule function, 
Auto source search, Copy OSD 
settings, DICOM colour mode, 
Padlock and Security cable hole, 
Kensington lock, 360° installation, 
Optional wall mount

Noise (dB) normal / eco 34 / 22 37 / 28 36 / 26 36 / 27

Weight (kg) 5.0 4.3 5.7 9.2

Dimensions exc. feet  
(W × D × H mm)

Projection unit  
175 x 260 x 175
Power supply 
361 x 110 x 65

325 x 299 x 90   356 x 395 x 133 458 x 210 x 375

Power consumption
normal / eco 149W / 122W 254W / 193W 255W / 197W 366W / 262W

Power consumption standby, 
comm. off 0.4W 0.5W 0.5W 0.5W

TCO Certified for 
Sustainability No No No Yes
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Optional lens specifications

Customise your installation projector with Epson’s optional powered lenses.  
Available in a range of throw ratios to suit different venues, screen sizes and projector 
distances, create the best possible image quality and match your budget.

Lens type Ultra-short-
throw

Rear 
projection 

Short 
throw

Wide 
throw

Mid 
throw

Mid 
throw

Mid 
throw

Long 
throw

Long 
throw

Model name ELPLX03 ELPLR05 ELPLU05 ELPLW07 ELPLM12 ELPLM13 ELPLM14 ELPLL09 ELPLL10

Lens option

Part code V12H004X03 V12H004R05 V12H004U05 V12H004W07 V12H004M0C V12H004M0D V12H004M0E V12H004L09 V12H004L0A

Zoom ratio – – 1 – 1.21 1 – 1.37 1 – 1.35 1 – 1.52 1 – 1.50 1 – 1.50 1 – 1.50

Throw ratio 0.35:1 0.60:1 0.90:1 – 1.09:1 1.29:1 – 1.76:1 1.74:1 – 2.35:1 2.28:1 – 3.46:1 3.41:1 – 5.12:1 4.79:1 – 7.20:1 6.96:1 – 10.45:1

Screen size 
range (inches)

120 to 1000” 
(0.89 to 7.71m)

100 – 1,000" 
(2.54 – 25.4 m)

100 – 1,000" 
(2.54 – 25.4 m)

100 – 1,000" 
(2.54 – 25.4 m)

100 – 1,000" 
(2.54 – 25.4 m)

100 – 1,000" 
(2.54 – 25.4 m)

100 – 1,000" 
(2.54 – 25.4 m)

100 – 1,000" 
(2.54 – 25.4 m)

100 – 1,000" 
(2.54 – 25.4 m)

Lens shift V: ±25 %
H: ±15 %

V: ±15 %
H: ±5 %

V: ±55 %
H: ±25 %

V: ±65 %
H: ±30 %

V: ±65 %
H: ±30 %

V: ±65 %
H: ±30 %

V: ±65 %
H: ±30 %

V: ±55 %
H: ±25 %

V: ±55 %
H: ±25 %

Lens type Ultra-short-throw Short throw Short throw Wide throw
Model name ELPLX01S* ELPLX01WS* ELPLX02S** ELPLX02WS** ELPLU03S ELPLU04 ELPLW05***

Lens option

Part code V12H004X0A V12H004Y0A V12H004X0B V12H004Y0B V12H004UA3 V12H004U04 V12H004W05

Diagonal Image Size 100 – 1,000" 
(2.54 – 25.4 m)

100 – 1,000"  
(2.54 – 25.4 m)

100 – 1,000"  
(2.54 – 25.4 m)

100 – 1,000"  
(2.54 – 25.4 m)

80 – 1,000"  
(2 – 25.4 m)

50 – 1,000"  
(1.27 – 25.4 m)

50 – 1,000"  
(1.27 – 25.4 m)

PU1000 Series
Throw Ratio

WUXGA
0.35:1 0.35:1 – – 0.65:1 – 0.78:1 0.87:1 – 1.05:1 1.04:1 – 1.46:1

Lens Shift +17 % / ±10 % +17 % / ±10 % – – ±67 % / ±30 % ±67 % / ±30 % ±67 % / ±30 %

PU2000 Series
Throw Ratio

WUXGA
– – 0.35:1 0.35:1 0.48:1 – 0.57:1 0.64:1 – 0.77:1 0.77:1 – 1.07:1

Lens Shift – – +25 % / ±15 % +25 % / ±15 % ±24 % / ±10 % ±60 % / ±18 % ±24 % / ±10 %

Lens type Wide throw Wide throw Mid throw Mid throw Mid throw Mid throw Long throw
Model name ELPLW08** ELPLW06** ELPLM08* ELPLM15 ELPLM10 ELPLM11 ELPLL08

Lens option

Part code V12H004W08 V12H004W06 V12H004M08 V12H004M0F V12H004M0A V12H004M0B V12H004L08

Diagonal Image Size 50 – 1,000"  
(1.27 – 25.4 m)

50 – 1,000"  
(1.27 – 25.4 m)

50 – 1,000"  
(1.27 – 25.4 m)

50 – 1,000"  
(1.27 – 25.4 m)

50 – 1,000"  
(1.27 – 25.4 m)

50 – 1,000"  
(1.27 – 25.4 m)

50 – 1,000"  
(1.27 – 25.4 m)

PU1000 Series
Throw Ratio

WUXGA
– – 1.44 – 2.32:1 2.16:1 – 3.48:1 3.32:1 – 5.06:1 4.85:1 – 7.38:1 7.21:1 – 10.11:1

Lens Shift – – ±67 % / ±30 % ±67 % / ±30 % ±67 % / ±30 % ±67 % / ±30 % ±67 % / ±30 %

PU2000 Series
Throw Ratio

WUXGA
0.86:1 – 1.21:1 1.19:1 – 1.62:1 – 1.57:1 – 2.56:1 2.42:1 – 3.71:1 3.54:1 – 5.41:1 5.27:1 – 7.41:1

Lens Shift ±60 % / ±18 % ±60 % / ±18 % – ±60 % / ±18 % ±60 % / ±18 % ±60 % / ±18 % ±60 % / ±18 %

EB-L30000U

EB-PU Series

*ELPLX01S/ELPLM08 lenses are only available for the EB-PU1000 models
** ELPLX02S/ELPLW08/ELPLW06 lenses are only available for the EB-PU2000 models
*** ELPLW05 brightness is limited to maximum 12,000Lm
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2 1. 2001 to 2020, 500-lumen and above, excluding screenless TVs, Futuresource Consulting – Quarterly Projector Market Insights – Worldwide Analyzer CY20Q4.

2. Colour brightness (colour light output) in brightest mode, measured by a third-party lab in accordance with IDMS 15.4. Colour brightness will vary depending on usage 
conditions. Top-selling Epson 3LCD projectors versus top-selling 1-chip DLP projectors based on NPD sales data for May 2017 – April 2018.

3. Gamut volume in brightest mode, measured by a third-party lab in 3D in the CIE L*a*b* coordinate space. Top-selling Epson 3LCD projectors versus top-selling 1-chip DLP 
projectors based on NPD sales data for May 2017 – April 2018.

4. As of December 2021. Main unit without lens. 20,000lm in accordance with ISO 21118.

5. IP5X certified in accordance with IEC Standard 60529. The IP5X certification is applied to the optical engine and light source module.

For further information please contact your local Epson office or visit www.epson-europe.com
Algeria (+2213) 770 938 617 Austria 01 253 49 78 333 Belgium +32 (0)2 792 04 47 Czech 800/142 052 Denmark 44 50 85 85 East Africa (+254) 734 354 075 
Finland 0201 552 091 France 09 74 75 04 04 (Cost of local call, operator charges may apply) Germany +49 (0) 2159/92 79 500 Greece (0030) 211 198 62 12 
Hungary 06800 147 83 Ireland 01 436 7742 Israel (+972)-3-5751833 Italy 02‑660321 10 (0,12 €/min) Luxembourg +352 27860692 Middle East +9714 2677638 
Morocco (+212) 661 31 11 18 Netherlands +31 (0)20 708 5099 Norway +47 67 11 37 00 Poland 0‑0‑800 4911299 (0,16 zł/min) Portugal 707 222 111 
Romania 0040 214025024 Russia (095) 777‑03‑55 Slovakia 0850 111 429 Southern Africa (+2711) 465‑9621 Spain 93 582 15 00 Sweden 0771‑400135 
(Mobilsamtal – 0,99 kr/min, Lokala samtal – 0,30 kr/min, Utlandssamtal – 0,89 kr/min) Switzerland 022 592 7923 Tunisia (+216) 9833 3571 Turkey (0212) 3360303 
United Kingdom 0871 42 37766 (+10p per minute plus network extras) West Africa (+234)8020727843

Trademarks and registered trademarks are the property of Seiko Epson Corporation or their respective owners.
Product information is subject to change without prior notice.


