Epson EB-L210SW

EB-L210SW

UpeanbHo ansa knaccoB U neperoBopHbIX. KopoTtkocdokycHbin WX-
GA-nasepHbI NpoeKTop ¢ ApKocTbio 4 000 M u 6ecnpoBOAHLIM
noaKn4YeHneM.

KopoTkodokycHbIi 06bekTB EB-L210SW obecneynBaeT bnuakoe
No3nLMOHMPOBaHME NPOEKTOPA K AUCNSIED, naeanbHO NoaxXoauT Ans
HeBOMNbLUNX NMOMELLIEHWI U CHDKAET PUCK OTOpacbiBaHMSA TEHEN HA OUCTIEN.

B otnnumne ot npoektopoB apyrux 6peHgos, EB-L210SW ucnonbsyet
TexHonorunto 3LCD, obecneunBatoLLyo SpKOCTb LIBETOBOW 1 6ernon apkocTn 4
000 nim ansa 9pkoro 1 HacblweHHoro gucnnes. OnbIT UMMepPCUBEH 1 ya06eH B
MCMOSb30BaHUN.

MacwTtabupyembii ot 53 go 120, pasmep ancnnes MoXeT ObiTb
ONTUMU3NPOBAH A5 KAXKO0ro NOMELLEHUS C OOHUM NPOAYKTOM U
MKCMPOBaHHON CTOMMOCTbIO, co3aaBas bonbLuon aucnnen go 1257

YETKO BUOMMBIN CO BCEX YIIOB U ¢ paccTtosHna. EB-L210SW moxeT 6bITb
NopTaTUBHBLIM, N HET CTEKMNAHHOW NIOCKOM NaHenu, co3garLen oTpaxatrowme
cnenble 30HbI NoA ONPeAenéHHbIMN yriamu.

YHuBepcanbHble NPOBOAHbIE U 6eCnpOBOAHbIE MOOKIIOYEHMS, BKIOYas
3epkanupoBaHue akpaHa Miracast™, obecneumBatoT 6ecnpobnemHbii 0OMeH
KOHTEHTOM C HECKOITbKMX YCTPONCTB. C NOAKMOYEHHBIM OMNUMOHANBHBIM
BM3yanusatopom Epson gokymeHTbl, npeseHTaumm unm 3D-06bekTbl MOryT
ObITb CNPOEUNPOBaHbl C HEBEPOATHON AeTann3aunen anst BCero noMeLleHus.
C USB 2A BbIXO40OM MUTaHNA K NMPOEKTOPY Takke MOXHO nogkntovatb HD-
MI-cTpumMepbl, OTKpbIBasA AOMNOMHUTENbHbIE BO3MOXHOCTH.

DATASHEET / BROCHURE

KEY FEATURES

* MacwTabupyembiin, NOPTaTUBHbIN
WXGA-gucnnen
KopoTkooKyCHbIN ancnnen
53-120" gnst 6ecnpensATCTBEHHOIO
npocmoTpa 6e3 oTpaxeHumn
* ApKun U aHeproahpPeKTUBHbLIN
nasep
4 000 nm CLO ¢ texHonornen 3LCD

Aansa 6onee APKMUX LBETOB NP BCErO
201 Bt

*YnoGHble BapuaHTbl NOAKNMKYeHUsA

ABTOMaTNYECKOE BKMIOYEHME,
npoBogHon/6ecnpoBogHON ANCnen
¢ USB 2A Bbixogom ansa smart-stick

* [lpocT B uCcnonbL30oBaHUM U CO3AaH,
YTOObI CRYXXUTb AONTO

MpakTnyeckn 6ezobenyxnBaemMblii —
5-netHaa/12 000-4yacoBas rapaHTus
* [NopaepkKa AOKYMEHT-KaMepbl

lMposoauTe 1 3anuceiBanTe
WHTEPaKTUBHbIE YPOKM 1
npeseHTaunn ¢ apdHeKkTomM NosIHOro
Norpy>xeHuns
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PRODUCT SPECIFICATIONS

Epson EB-L210SW

TECHNOLOGY

Projection System

3LCD Technology
Consists of LCD/Back lighting

LCD Panel 0.59 inches with C2 Fine

IMAGE

Color Light Output 4000 Lumens - 2800 Lumens (economy)
White Light Output 4000 Lumens - 2800 Lumens (economy)
Resolution WXGA 2

High Definition HD ready

Contrast Ratio 5,000,000

Light Source Laser

Laser Light source
Keystone Correction
Colour Video Processing

Colour Reproduction

20000 hr Durability High, 30000 hr Durability Eco
Manual vertical: 15, Manual horizontal: 15
10 Bits Color

Upto 1.07 billion colours

OPTICAL

Throw Ratio 0.48 - 0.65:1

Zoom Digital, Factor: 1 - 1.35

Lens Ontuka

Screen Size 55in-120in

CONNECTIVITY

Interfaces Ayauosxop (cTepeooHnyeckuii MuHu-pasbem) (2 x), USB 2. Type B (Service Only) (1 x),

Epson iProjection App

Network Protocol

Microphone input (1 x), HDMI-Bxopg, (2 x), USB 2. tTuna B (1 x), VGA (Bbixoa) (1 x), VGA
(Bxopn) (2 x), RS-232C (1 x), Ayanosbixoa (CTepeodoHn4ecknini MuHu-pasbem) (1 x), Mira-
cast (1x), Ethernet Interface (1 Base-T/ 1-Base TX/ 1-Base-T) (1 x), Wireless LAN IEEE
802.11a/b/g/n/ac (1 x), Wi-Fi Direct (1 x)

Ad-Hoc / Infrastructure

HTTPS, IPv4, IPv6, SNMP, ESC/VP.net, PJLink

ADVANCED FEATURES

Security

Other Features

Video Colour Modes

Projector Control

KeHCUHIToHcKkuin 3amOK, briokupatop naHenu ynpaenexus, 3aluTa ¢ Ucnonb3oBaHnem
naponei, Padlock, Security cable hole, Wireless LAN unit lock, Wireless LAN security,
Password protection

Arc Correction, Auto Power On, Auto source search, Built-in speaker, CEC compatible, Dig-
ital zoom, Direct Power on/off, CoBMmecTuMbIii ¢ iokyMeHT-kamepoii, Easy OSD pre-setting,
Email notification, Home Screen, Horizontal and vertical keystone correction, MrHoBeHHoe
BKIoueHue/BbikntodeHne, Mail notification function, Microphone input, AomMuHMcTpupoBaHue
cetu, Long light source life, OSD copy function, ®yHkums Quick Corner — koppekLysi
TpaneLenaanbHbIX UCKaXEeHU No BepTukany u ropusoHtany, Network projection, ®yHkums
pasgenexus akpaHa, Set-up wizard, Screen Mirroring, Web Control, Web Remote, Wireless
LAN capable, iProjection App

Blackboard, AuHamuueckuii, Presentation, SRGB, KuHo
AMX, Crestron, Extron, Crestron (RS-232c only), Crestron Integrated Partner, Extron IP Link,

Extron XTP, AMX Device Discovery, Control4 Simple Device Discovery Protocol, Crestron
RoomView
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PRODUCT SPECIFICATIONS

GENERAL

Power consumption

Product dimensions
Heat Dissipation
Supply Voltage

Included Software

Noise Level
Supported Temperature
Supported Humidity

Options

Loudspeaker

Room Type / Application

201 W, 144 W (economy), 0.5 W (standby)

325 mm x 337 mm x 90 mm (Width x Depth x Height)
884 BTUperhour

AC 100 V - 240V, 50 Hz - 60 Hz

Epson Projector Management, EasyMP Multi PC Projection , Epson Projector Content

Manager

Normal: 37 dB (A) - Economy: 27 dB (A)
Storage -10 °C - 60 °C

Operation 20 % - 80 %, Storage 10 % - 90 %

Connection and control box, Visualiser camera, Wall mount, External Speaker, MoTonoyHbiin

KPOHLUTENH

16 W

KoHdepeHu-3an / KnaccHasi komHaTta

Epson EB-L210SW

WHAT’S IN THE BOX

* HDMI Cable 1.8m

* Quick Start Guide

* [TynbT AUCTaHLMOHHOTO yrpaBneHus
¢ baTtaperikamu

» TokonogsoaaLLMn kabenb

* [apaHTUHbIE JOKYMEHThI

OPTIONAL ACCESSORIES

Positioning YcTtaHoBka Ha cteHy, Kpennenue Ha cton, MoTonoyHas yctaHoBka
Colour White
OTHER

* Air Filter - ELPAFG60 - EB-7XX / EB-L2xx Series
* Ceiling pipe - ELPFP13 - 668-918mm

* Ceiling pipe - ELPFP14 - 918-1168mm
 Control and Connection Box - ELPCB03

» Control and Connection Box - ELPCB03 [240v]
+ Control and Connection Box - ELPCBO3N

» External Speaker - ELPSP02

» External Speaker - ELPSP02 - [240v]

 Soft Carry Case - ELPKS71

» Wall Mount - ELPMB64 - EB-L2xx
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