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EcoTank Business+ Pro L6580

UpeanbHo ansa TpeboBaTenibHOro 6u3Heca: MMHMMarnbHas CTOMMOCTb
CTpaHULbl C BbICOKOCKOPOCTHOM A4 LBETHOM U MaKC. BpeMeHeM
paboTbl.

DATASHEET / BROCHURE

KEY FEATURES

e BbicTpasa ne4yatb, 3KOHOMUA
BpeMeHun
CkopocTb nevaTtn o 25 nsobp./mMmuH’
MOHOXPOMHO U B LIBETE
e Co3paH ans Tpe6oBaTesnibHOro
OunsHeca
KayecTBeHHas nevaTb, KONMpoBaHue
N cKaHMpPOBaHWE B O4HOM
YCTPOWCTBE, NIHOC 6onbLUMe NOTKN
4515 9KoHOMUKM BpemeHu n PCL
e BecloBHOe noakno4YeHne
Wi-Fi, Wi-Fi Direct, Ethernet
1 6ecnnaTHble NPUNOXEHNS
MobOunbHOM nevyaTtu'’
* [punoxeHue Epson Smart Panel
MpocTo pobaskTe Oymary
4Nns neyat ¢ MUHUMYMOM
BMeLllaTenbcTBal
* BpeHa Ne1 B mupe cpeau CHIMY-
NpuUHTEpOB*
MpopaHo 6onee 100 MAH NPUHTEPOB
EcoTank no Bcemy mupy*

EPSON



PRODUCT SPECIFICATIONS

TECHNOLOGY
Printing Method
Ink Technology

Printing Resolution

PrecisionCore™ Print Head
DURABrite™ ET
4800 x 2400 DPI

EcoTank Pro L6580

WHAT’S IN THE BOX

PRINT
Printing Speed ISO/IEC 24734
For detailed information on print-

ing speeds please visit http://
www.epson.eu/testing.

25 Pages/min Monochrome, 25 Pages/min Colour

SCAN

Scanner Type

KoHTakTHbI AaTyunk naobpaxeHus (CIS)

PAPER / MEDIA HANDLING

Paper Formats

Duplex

Print Margin

Media Handling

A4 (21,x29,7 cwm) , Legal, A5 (14,8x21, cm) , A6 (1,5x14,8 cm) , BB, B5, No. 1 (Envelope),
DL (Envelope), C6 (Envelope), C4 (Envelope), Letter, Letter Legal

Yes (A4, plain paper)

0 mm top, 0 mm right, 0 mm bottom, 0 mm left (Wherever margin is defined. Otherwise 3mm
Top, Right, Bottom, Left.)

ABTOMaTUYeCKOe OBYCTOPOHHEE KOMMPOBaHWe, ABTOMaTUYeCKWiA IBYCTOPOHHMIA (hakc,
ABTOMaTH4eCKoe ABYCTOPOHHEe ckaHupoBaHue, Automatic duplex (A4, plain paper)

« 1 full set of ink (Bk — 127ml, CMY —
7ml)

» TokonogsoaaLLMn kabenb

* IHCTpYyKLMS MO YCTaHOBKE / TEXHUKE
©e3onacHoCTK

* Driver and utilities (CD)

* [apaHTUHbIE JOKYMEHThI

* Main unit

* Quick Start Guide

INK COMPATIBILITY

GENERAL

Product dimensions

Compatible Operating Systems

WLAN Security

Mobile and Cloud Printing
Services

425 mm x 500 mm x 350 mm (Width x Depth x Height)

Mac OS 10.6+, Windows 8 (32/64 bit), Windows Server 2003 R2, Mac OS 10.8.x, Mac OS
10.10.x, Mac OS X 10.11.x, Mac OS X 10.13.x, Mac OS X 10.12.x, Mac OS 10.7.x, Mac OS
10.9.x, Windows 10 (32/64 bit), Windows 8.1 (32/64 bit), Windows 7 (32/64 bit), Windows
Vista (32/64 bit), Windows XP SP3 or later (32-bit), Windows XP Professional x64 Edition
SP2 or later, Windows Server 2003 SP2 or later, Windows Server 2008 R2, Windows Server
2012 R2, Windows Server 2016, XP Professional x64 Edition

WEP 128 Bit, WEP 64 Bit, WPA PSK (TKIP)

Apple AirPrint, Epson Connect (iPrint, Email Print, Remote Print Driver, Scan-to-Cloud)

OTHER FEATURES

Panel Type: Colour, Diagonal: 10.9

Features CeHcopHbIil akpaH, MNMpsamvas nevats ¢ USB
OTHER

LOGISTICS INFORMATION

* 112 EcoTank Pigment Black ink bottle

* 112 EcoTank Pigment Cyan ink bottle

* 112 EcoTank Pigment Magenta ink
bottle

* 112 EcoTank Pigment Yellow ink
bottle

* WF-78xx / ET-58xx / ET-166xx /
L65xx / L151xx Maintenance Box

INK YIELD DATA

Included * 4,500

Pages

* 2,800 Pages

Replacement

* Quoted yields are extrapolated based on Epson original meth-
odology from the print simulation of Test Patterns provided in
ISO/IEC 24712 or 29103. Quoted yields are NOT based on ISO/
IEC 24711 or 29102. Quoted yields may vary depending on the
images that you are printing, the paper type that you are using,
the frequency of your prints and environmental conditions such
as temperature. During the initial printer setup, a certain amount
of ink is used to fill the print head’s nozzles, therefore the yield of
the initial bundled set will be lower.

Cw. epson.co.uk/ecotankfootnotes
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